
      SCHROEDER INDUSTRIES | PROCESS FILTRATION98

Cartridge Housings and ElementsCH3-CH12
150 psi 
10 bar 

NOTE:  Drawings may change without notice. Contact factory for certified drawings.

Dimensions

Specifications Number of Elements per Housing: 3 or 12 Elements, 2" Elements

Max. Working Pressure: 150 psi (10 bar)

Max Temperature: 167ºF (75ºC)

Housing Material: Stainless Steel (304 or 316)

Type of Elements Accepted: DOE (Double Open Ended), -222 O-ring
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CH3220 3 20 11.02
(280)

4.72
(120)

33.19
(843)

7.13
(181)

11.81
(300)

0.35
(9)

10.47
(266)

2.17
(55)

¼ ¾

CH3230 3 30 11.02
(280)

4.72
(120)

43.23
(1098)

7.13
(181)

11.81
(300)

0.35
(9)

10.47
(266)

2.17
(55)

¼ ¾

CH3240 3 40 11.02
(280)

4.72
(120)

53.27
(1353)

7.13
(181)

11.81
(300)

0.35
(9)

10.47
(266)

2.17
(55)

¼ ¾

CH7220 7 20 11.02
(280)

4.72
(120)

33.58
(853)

9.13
(232)

14.09
(358)

0.35
(9)

11.34
(288)

2.56
(65)

¼ ¾

CH7230 7 30 11.02
(280)

4.72
(120)

43.62
(1108)

9.13
(232)

14.09
(358)

0.35
(9)

11.34
(288)

2.56
(65)

¼ ¾

CH7240 7 40 11.02
(280)

4.72
(120)

53.66
(1363)

9.13
(232)

14.09
(358)

0.35
(9)

11.34
(288)

2.56
(65)

¼ ¾
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NOTE:  elements must be purchased separately.

Cartridge Housings and Elements
Flow Rate 
Volume 
and Weight

CH3-CH12 

Model # Flow Rate Volume Dry Weight
CH3220 0-26 gpm (100 l / min) 7.13 gal (27L) 66 lbs (30kg)
CH3230 0-40 gpm (150 l / min) 9.51 gal (36L) 77 lbs (35kg)
CH3240 0-53 gpm (200 l / min) 11.88 gal (45L) 88 lbs (40kg)
CH7220 0-62 gpm (233 l /min) 8.98 gal (34L) 77 lbs (35kg)
CH7230 0-92 gpm (350 l / min) 11.88 gal (45L) 88 lbs (40kg)

CH7240 0-123 gpm (467 l / min) 14.52 gal (55L) 101 lbs (46kg)

Filter 
Model 
Number 
Selection

CH3-CH12

BOX 6

Connection

10 = 1"

15 = 1.5"

20 = 2"

25 = 2.5"

30 = 3"

40 = 4"

BOX 8

Pressure

1 = 150 psi

BOX 5

Housing Material

4 = SUS304

6 = SUS316

7 = SUS316L

BOX 2

# of Cartridges

3 = 3 pieces

4 = 4 pieces

Up To

12 = 12 pieces

How to Build a Valid Model Number for a Multi-Cartridge Housing, 100 psi:
BOX 1 BOX 2 BOX 3 BOX 4 BOX 5 BOX 6 BOX 7 BOX 8 BOX 9

CH
Example: NOTE: One option per box

BOX 1 BOX 2 BOX 3 BOX 4 BOX 5 BOX 6 BOX 7 BOX 8 BOX 9

CH 4 2 10  6 15 B 0 7  = CH14210615B07

BOX 4

Cartridge Length

10 = 10"

20 = 20"

30 = 30"

40 = 40"

BOX 3

Cartridge Diameter

2 = 2" diameter

BOX 7

O-Ring

B = Buna N

E = EPDM

S = Silicone

V = Viton

BOX 9

Options

1 =
Standard Flat Gasket Double Open Ends 
& 2 - 222 O-ring Fin/Flat

7 = No Bayonet 2-226 O-ring Fin/Flat

9 = 2-226 O-ring Fin/Flat

BOX 1

Filter Series

CH


