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Varnish Mitigation Unit 1/4 SeriesVMU

The user-friendly Varnish Mitigation Unit is designed to condition mineral oils. The VMU is particularly 
effective at removing oil aging products (varnish) from mineral oils.

Varnish takes the form of insoluble oil aging products which settle in reservoirs, valves and bearings. These 
can be non-filterable gels or solid paint-type deposits.

The VMU series offline filtration system removes varnish through adsorption on an active filter element 
surface.

Features and Benefits
	■ Removal of solid or gel-type oil aging products

	■ Operating reliability of the system is increased 
because there are fewer deposits in hydraulic 
components 

	■ Increases oil service life

	■ Available as a complete unit for service, and as 
a modular system for retrofitting existing bypass 
circuit or for OEM

Hydraulic Data

MPC Values Achievable < 20

Flow Rate: VMU 1 ≈ 0.58 gpm (≈ 2.2 l/min)
VMU 4 ≈ 2.4 gpm (≈ 8.9 l/min)

Fluid Temperature: 86 to 140 °F (30 to 60 °C)

Max. Operating Pressure: 87 psi (6 bar)

Permissible Suction
Pressure at Suction Inlet IN:

2.9 to 14.5 psi (-0.2 to 1 bar)

Viscosity Range: 78 to 370 SUS (15 to 80 cSt)

Permissible Operating Fluid: Mineral-based fluids

Connections IN / OUT: 1/2"-20 male JIC / 1/2-20 female o-ring
boss

Pump Type: Gear

Electrical Data

Power Supply Voltage: See ordering details

Power Consumption: 0.25 to 0.6 kW / 16 Amps

Ambient Conditions

Operating Temperature Range: 32 to 104 °F (0 to 40 °C)

Storage Remperature Range 32 to 140 °F (0 to 60 °C)

Relative Humidity: 0 to 80%, non-condensing

Protection Class to DIN 40050: IP 55

General Data

Length of Electrical Connection Cable: 5’ (1.5 m)

Sealing Material: FKM (Viton®)

Sound Level at 1m: < 80 dB(A)

Weight* (empty):
VMU 1 = 155 lbs (70 kg),
VMU 4 = 660 lbs (300 kg)

Fluid Cleanliness Required:
ISO 19/17/14 (ISO 4406:1999)
9A/9B/9C (SAE AS4059)

Description

Specifications

*Weight noted is for a stationary unit.
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VMU CS 1000

CS 1939

CSI-C-11

HY-TRAX®

RBSA

CSM

FCU

 MCS

AS

SMU

 CTU

EPK

Trouble 
Check Plus

 HMG2500

HMG4000

ET-100-6 

HTB

RFSA

HFS-BC

HFS-15

MFD-BC

MFS, MFD

HY-TRAX® 
Retrofit System

MFD-MV

MFS-HV

AMS, AMD

FS

AMFS

KLS, KLD

MCO

AKS, AKD

LSN, LSA, LSW

X Series

OLF Compact

OLF

OLF-P

NxTM

VEU-F

VMU

IXU

Triton-A

Triton-E

NAV

SVD01

OXS

Appendix

VMU

VMU

Dimensions in inches (mm).

Model 
Number
Selection

Dimensions

How to Build a Valid Model Number for a Schroeder VMU:
BOX 1 BOX 2 BOX 3 BOX 4 BOX 5 BOX 6 BOX 7 BOX 8 BOX 9

VMU – – – – – – – =

Example: NOTE: One option per box
BOX 1 BOX 2 BOX 3 BOX 4 BOX 5 BOX 6 BOX 7 BOX 8 BOX 9

VMU – 4 – M – G – O – G05 – BM – G05 – PKZ =VMU4MGO-G05BMG05-PKZ

BOX 1

Series

VMU

BOX 2

Series

1 = 1x Varnish Mitigation element 
NAVME ≈ 0.5 gpm (2.2 l/min)

4 = 4x Varnish Mitigation elements 
NAVME ≈ 2.5 gpm (8.9 l/min)

BOX 3

Type

M = Mobile

S = Stationary

BOX 4

Type of Pump

G = Gear Pump

Z = Without

BOX 5

Power Supply Voltage

F = 230 V, 60 Hz, 3 Ph

K = 115 V, 60 Hz, 1 Ph

O = 460 V, 60 Hz, 3 Ph 
(standard)

BOX 6

Prefilter

G05 = With 5μm element

G10 = With 10μm element

BOX 9

Supplementary Details

PKZ = with on-off switch and overload protective motor switch (standard)

FA1* = with on-off switch, overload protective motor switch and cut-out when filter clogged (requires neutral wire in power supply)

FA2* = with on-off switch, overload protective motor switch and cut-out when filter clogged (does not require neutral wire in power 
supply)

BOX 8

Postfilter

G05 = With 5μm element

G10 = With 10μm element

BOX 7

Clogging Indicator

BM = differential pressure indicator – visual

C = differential pressure indicator – electrical

Dimensions 
VMU1 Series

Dimensions 
VMU4 Series

NOTE:

*Requires C
  indicator option


